
 
 

Delock Pin header 10 pin, pitch 1.27 mm, 1-row,
angled, 5 pieces
 

 

Description
 

These pin headers by Delock can be used on printed circuit boards to
create a connection between individual boards.

 

Item no. 66689
 

 EAN: 4043619666898
 

Country of origin: China
 

Package: Zip poly bag
 

 

Technical details

Number of pins: 10
Pitch: 1.27 mm
Contact resistance: 20 mΩ
Isolation resistance: 1000 MΩ / min.
Withstanding voltage: 500 V AC / DC
Operating temperature: -40 °C ~ 105 °C
Processing temperature: 230 °C (30 - 60 seconds)
Contacts gold-plated
Material of header: polyester UL 94V-0
Colour: black
Dimensions (LxWxH): ca. 12.7 x 7.4 x 2.0 mm

 

Package content

5 x pin header
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  Technical characteristics  

   Operating temperature:
 

  
 

-40 °C ~ 105 °C
 

 

   
  Physical characteristics  

   Pitch distance:
 

  
 

1.27 mm
 

 

   Material:
 

  
 

polyester
 

 

   Length:
 

  
 

12.7 mm
 

 

   Width:
 

  
 

7.4 mm
 

 

   Height:
 

  
 

2,0 mm
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